




Verified Purifilter Performance

 The U.S. Environmental Protection Agency (EPA) has verified 
the ECS Purifilter under the Voluntary Retrofit Program.  The 
verification applies to all highway diesel engines not equipped 
with exhaust gas recirculation in the medium heavy duty, heavy 
duty, and urban bus categories built from 1994 through 2003.

  Under the EPA verification, the ECS Purifilter, when used with 
ultra low-sulphur diesel, has been assigned emission reduction 
values of 90% for particulate matter (PM) 85% for hydrocar-
bons (HC), and 75% for carbon monoxide (CO). The Purifilter 
emission reduction values are substantially higher than other 
previously verified competitive products that have emissions 
credit values of PM: 60%, HC: 60%, and CO: 60%.

 The California Air Resources Board (ARB) has also verified 
the Purifilter for specific 1994 through 2003 model year diesel 
engines used with on-road applications operating on ultra low 
sulfur diesel fuel.  All of these engines are four-stroke, medium 
heavy duty and heavy duty diesel engines, including turbo-
charged or naturally aspirated, mechanically or electronically in-
jected, and are not equipped with exhaust gas recirculation. 
The Executive Orders include criteria for these verifications and 
a list of applications and engine families for which the device 
has been approved and can be found on the ARB website.

Does your product/distributor do this?

Fleet Inspection - ECS distributors perform a full fleet inspec-
tion and evaluation. We ensure the right equipment, for the right 
vehicle, the first time.

Stainless Steel Products - Ensures that the entire device 
(from inlet to outlet) will not corrode or fail. The Purifilter is the 
only DPF made entirely of 304 grade stainless steel. This pro-
tects your true investment, the aftertreatment technology.

After Sales Support and Service - ECS offers a dedicated 
customer service 800 line as well as both technical service and 
customer service email accounts and phone contacts with a 
guaranteed response within 24 hours.

Maintaining your Purifilter

  Purifilters are virtually maintenance free when 
minimum duty cycle conditions are met.  How-
ever, residual ash and engine wear metals will 
build up with use. The Purifilter requires ash re-
moval once every 50,000 km (~30,000 miles), 12 
months, or every 1000 hours, whichever occurs 
sooner.  ECS recommends the use of the Comb
iClean to maintain your filter.

Backpressure Monitor Kit
 Every Purifilter is supplied with a Backpressure 
Monitor Kit which provides dependable protection 
for the engine against restricted 
exhaust flow.  The unit can be 
mounted directly in the vehicle 
cab, or can be used to cab, or can be used to 
provide optional output to 
an auxiliary lamp or 
beeper.  The unit will 
detect and signal when 
excessive exhaust restriction 
has occurred for more than 30 seconds.  
The warning lamp or output signal will remain on The warning lamp or output signal will remain on 
until the unit is reset. 
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